IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2002 Permanent Weigh-In-Motion Data
District 1 - MicaFlats- US95 - .5 Mi. N. Kidd Cr. Rd.
Monday 1 April Thru Tuesday 30 April 2002
Total Traffic - All Lanes Included

Vehicle Direction of Travel
North Bound South Bound

Lane Lane | Average Lane Lane | Average Tota Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 116 9.63 28 212 0.27 25 328 041 26
30-35 171 14.20 33 138 0.18 33 309 0.39 33
35-40 140 11.63 38 127 0.16 38 267 0.34 38
40-45 56 4.65 43 326 0.42 43 382 0.48 43
45-50 29 241 48 1691 217 49 1720 217 49
50-55 13 1.08 53 7828 10.05 54 7841 9.92 54
55 -60 14 1.16 59 22629 29.06 58 22643 28.63 58
60 — 65 14 1.16 62 29496 37.88 62 29510 37.32 62
65—70 11 0.91 67 12000 15.41 67 12011 15.19 67
70-75 2 0.17 74 2740 3.52 72 2742 3.47 72
75-80 15 1.25 79 509 0.65 77 524 0.66 78
80 -85 36 2.99 83 123 0.16 83 159 0.20 83
85— 140 587 48.75 123 58 0.07 97 645 0.82 120
Tota by Lane 1204 1.52 81 77877 98.48 61 79081 100.00 61
Total by Direction 1204 1.52 81 77877 98.48 61
50" Percentile Speed 61
85" Percentile Speed 67




